Directional / Directional and Flow Control LOGIC

LD-16,25,32,40,50,63,80,100
YLUKEN VALVES

Specifications/ Model Number Designation / List of Cover

Thesevalvesare 2-way directiona valvesdesigned to open
and close the circuits in accordance with pressure signals
fromthepilot lines. They areused asmultifunctional valves
for controllingflow directionsor flow directionsandrates.
Standard covers provided with a choice of several control
valvesare available so that optimum valves can be sel ected
for control purposes.
LD-80
B Specifications
Modd | RetedFlow Opl\gr?t(ilng Cracking | Ratioof | Approx. W List of Cover Types
L/min Pressure | Poppet Mass CoverT Graphic Vave Sze
No. | u.sGPwvy | PresSure | yip(psly|  Area | kg(lbs) ype 5L
' MPa (PSl) < Designation Symbols  [16]25] 32] 40] 50] 63] 80[100
LD-16| 130(34.3) 1.6(3.5)
LD-25| 350(92.5) 3.0(6.6) s
LD-32 | 500(132 5.3(11. Standard| L. — !
LD-40 | 850(225) Referto | Apular | 9-1(20.0) B
315 (4570) ModelNo. | o< —————
LD-50 | 1400(370) Designation 50%) 14.8(32.6) A
LD-63 | 2100(555) 29.8(65.7)
LD-80 | 3400(898) 48(106) _ ST
LD-100[5500 (1453) 85(190)  Direc- | WD i o ¢
. - tiord | [RCS | % Z—|o|o|o|olo|o|-]|-
Note: The rated flow is values with a pressure drop of 0.3 ~ Control @ B
MPa (44 PS!) [fluid viscosity 35 mnm?/s (164 SSU)]. Y
M Model Number Designation
LD-32-05-S-1-X 05- 12 Pl
T T T T7T with || gga-, !
—I__ Ic .
Design number Shutle | 5—=77 lo|lo|o|o|o|o|-|-
LD-16, 25, 32, 40, 50, 63...12 Vvéve 5
LD-80, 100...11 ©)
Designation of orifice A
Location of orifice
(see the table right)
None:no orifice
: With | i r-=-=
X: Pilot port X ' !
Stroke | L i
Z1: Pilot port Z Adjuster | X O|O0|O0|0O|0|0O|0|0
S: Port leading to spring @) ®
— Cover type (See the table right) A
None, 1, 2, 3,4,5
— Poppet shapek _
None: Without cushion Direc- gr\{letchk [
S: With cushion tiond |\ Jvee |11 st ¢
L Cracking pressure (A® B) FI& Stroke | X 2~ |O|O0|0|O|0|O|— |-
None:No Spring Cor?tvr\:)l Adjuster B
05:0.05 MPa (7 PSl) @ X
20:0.2 MPa (29 PSl)
L vaveSze 16, 25, 32, 40, 50, 63, 80, 100
'— Directiond control logic valves With (e
Directional & flow control logic valves Shuttle |1
vavetg |5~ lolo|o|o|o|o]|- |-
Stroke ni
* Poppet shapes Adjuster &
The type without a cushion and the type with a cushion (©)] A
are both suitable for high-speed shifting and shockless
shifting respectively. For directiona and flow control
logic valves, be sure to specify "poppets with cushions'.
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